
GENERAL DATA

MODEL: FH9000

PRP 400 V: 7,8 kVA

CURRENT : 11,3A

PRP 230V : 5,6 KVA

CURRENT : 24,3A

VOLTAGE 3F: 400 V

VOLTAGE 1F : 230V

FREQUENCY: 50 Hz

FUEL: Petrol

WEIGHT: 83 KG

DIMENSIONS: 790 x 580 x 505 mm

ENGINE STANDARD EQUIPMENT 

BRAND: HONDA 1 socket 230V 16A

TYPE: GX390 1 socket 400V 16A

CAPACITY : 389 cm³ Overload protection

COOLING : AIR Oil lever sensor

CYLINDER : 1

STROKE : 4

OIL : 1,1L

STARTING SYSTEM : Manuel

FUEL : Petrol

FUEL TANK : 6,1L

CONSUMPTION : 2,7L/H

Dutry Power Roeselare Dutry Power SPL Dutry Power Lux

Brugsesteenweg 512 Bergensesteenweg 838 Rue de la Croissance 6

8800 Roeselare 1600 Sint Pieters Leeuw 6900 Aye

+32(0)51 20 00 88 +32(0)2 377 75 23 +32 (0)84 31 69 27

LIGHT & POWER BY DUTRY POWER


